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Bumax® 109 Socket Head Cap Screw
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SOCKET HEAD CAP SCREW 
BUMAX® 109 / ISO 4762

Part Size Length 
(mm)

SHB9PCM040012 M4 12
SHB9PCM040020 M4 20
SHB9PCM060020 M6 20
SHB9PCM060030 M6 30
SHB9PCM060040 M6 40
SHB9PCM060050 M6 50
SHB9PCM060060 M6 60
SHB9PCM060070 M6 70
SHB9PCM060080 M6 80
SHB9PCM080020 M8 20
SHB9PCM080030 M8 30
SHB9PCM080040 M8 40
SHB9PCM080050 M8 50
SHB9PCM080060 M8 60
SHB9PCM080070 M8 70
SHB9PCM080080 M8 80
SHB9PCM080090 M8 90
SHB9PCM100020 M10 20
SHB9PCM100030 M10 30
SHB9PCM100040 M10 40
SHB9PCM100050 M10 50
SHB9PCM100060 M10 60
SHB9PCM100070 M10 70
SHB9PCM100080 M10 80
SHB9PCM100090 M10 90
SHB9PCM100100 M10 100
SHB9PCM120030 M12 30
SHB9PCM120040 M12 40
SHB9PCM120050 M12 50
SHB9PCM120060 M12 60
SHB9PCM120070 M12 70
SHB9PCM120080 M12 80
SHB9PCM120090 M12 90
SHB9PCM120100 M12 100
SHB9PCM120110 M12 110
SHB9PCM120120 M12 120
SHB9PCM160025 M16 25

SOCKET HEAD CAP SCREW 
BUMAX® 109 / ISO 4762

Part Size Length 
(mm)

SHB9PCM160030 M16 30
SHB9PCM160035 M16 35
SHB9PCM160040 M16 40
SHB9PCM160050 M16 50
SHB9PCM160060 M16 60
SHB9PCM160065 M16 65
SHB9PCM160080 M16 80
SHB9PCM160090 M16 90
SHB9PCM160100 M16 100
SHB9PCM160130 M16 130
SHB9PCM160140 M16 140
SHB9PCM200040 M20 40
SHB9PCM200060 M20 60
SHB9PCM200130 M20 130
SHB9PCM200140 M20 140
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Product Guide

Bumax®88
DIN 976 

ALLTHREAD  
ROD 

Bumax®88 
ISO 10642 

FLAT SOCKET 
SCREW 

Bumax®88 
ISO 4014 

HEX BOLT 
 

Bumax®88 
ISO 4017 

HEX SET 
SCREW  

Bumax®88 
ISO 4032 

HEX NUT 
 

Bumax®88 
ISO 4762 

SOCKET HEAD 
CAP SCREW   

Bumax®88 
ISO 4161 

HEX FLANGE 
NUT 

Bumax®109 
ISO 4017 

HEX SET 
SCREW 

Bumax®88 
DIN 934 

UNC 
HEX NUT 

Bumax®109 
ISO 4032 

HEX NUT 
 

Bumax®109 
ISO 4014 

HEX BOLT 
 

Bumax®88 
ISO 7089 

IMPERIAL 
FLAT ROUND 

WASHER

Bumax®109 
ISO 4762 

SOCKET HEAD 
CAP SCREW 

Bumax®109 
ISO 7089 

FLAT ROUND 
WASHER 

»	� Tensile strength: 
Bumax® 88	 = Class 8.8  
Bumax® 109	 = Class 10.9

»	 Unmatched corrosion resistance. 
»	� Guaranteed traceability. Test certificates online.
»	� Lower install cost solution. Smaller Bolt with greater strength.
»	� Low and High Temperature Applications (-200ºC to +400ºC).
»	 Non Magnetic.

Bumax®88 
BUMAX 

COLLARED 
 HEX 

LOCK NUT

Bumax®88 
DIN 931 

UNC 
HEX BOLT 

Bumax®88 
BUMAX 

FLANGE  
HEX 

LOCK NUT

Bumax®88 
ISO 4762 

UNC 
SOCKET HEAD 

CAP SCREW

Bumax®88 
ISO 7093 

METRIC 
MUDGUARD 

WASHER

Bumax®88 
ISO 7089 

METRIC 
FLAT ROUND 

WASHER

Bumax®88 
ISO 7089 
Geomet

METRIC 
FLAT ROUND 

WASHER

Swedish Engineering
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