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BELLEVILLE WASHER
304 STAINLESS / HEC 2093A / A2 

Part Bolt Size OD ID Thk Pack Qty

(mm) (mm) (mm)

WR04BM04 M4 8.0 4.2 0.4 100

WR04BM05 M5 10.0 5.2 0.5 100

WR04BM06 M6 12.5 6.2 0.7 100

WR04BM08 M8 16.0 8.2 0.9 100

WR04BM10 M10 20.0 10.2 1.1 100

WR04BM12 M12 25.0 12.3 1.5 100

WR04BM16 M16 31.5 16.3 1.8 100

WR04BM20 M20 40.0 20.4 2.3 100

WR04BM24 M24 50.0 25.5 3.0 50

WR04BM30 M30 63.0 31.0 3.5 20

WR04BM36 M36 71.0 36.1 4.0 10

Used to solve vibration, thermal expansion and relaxation by maintaining 
tension in the connection. 

Ideal for
handling heavy loads 
and absorbing vibrations

Belleville Washer

about our...

You can download this 
Test Certificate and/or 
Report from our website: 

hobson.com.au

• Gun recoil mechanisms
• Pipe flanges
• Small machine tools
• Applications where differential expansion 

could cause relaxation of a bolt

APPLICATIONS

+SIZES


