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SOCKET SCREW COUNTERSUNK HEAD
PLAIN / DIN 7991 / CLASS 010.9

Part Size Length Pack Qty

(mm)
SC10PCM050012 M5 12 100
SC10PCM050020 M5 20 100
SC10PCM050025 M5 25 100
SC10PCM080035 M8 35 100
SC10PCM080040 M8 40 100
SC10PCM080050 M8 50 100
SC10PCM080070 M8 70 100
SC10PCM100020 M10 20 100
SC10PCM100025 M10 25 100
SC10PCM100040 M10 40 100
SC10PCM100050 M10 50 100
SC10PCM120035 M12 35 100
SC10PCM120040 M12 40 100
SC10PCM120045 M12 45 100
SC10PCM120050 M12 50 50
SC10PCM160050 M16 50 25
SC10PCM160055 M16 55 25
SC10PCM160060 M16 60 25
SC10PCM160070 M16 70 25
SC10PCM160080 M16 80 25
SC10PCM160100 M16 100 25
SC10PCM160110 M16 110 25
SC10PCM200040 M20 40 25
SC10PCM200060 M20 60 25
SC10PCM200080 M20 80 25
SC10PCM200100 M20 100 25
SC10PCM200120 M20 120 10
SC10PCM200150 M20 150 10
SC10PCM200160 M20 160 10
SC10PCM240060 M24 60 10
SC10PCM240120 M24 120 5

Marking symbols for fasteners with 
reduced loadability

Property Class 8.8 10.9 12.9
Marking 08.8 010.9 012.9

Can be used in applications that do not require 
012.9 strength as a cost effective option.
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