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RIVET NUT FLAT ROUND KNURL OPEN 
ZINC PLATED (RoHS COMPLIANT) / HEC

Part Size Length Grip Range Hole 
Diameter

Body 
Diameter

Head 
Diameter

Head 
Thickness Protrusion

L (mm) G (mm) D (mm) B (mm) A (mm) T (mm) P (mm)
Min Max

NRMSZFKOM04105 M4 10.5 0.5 2.0 6 5.9 9.0 1.0 5.4

NRMSZFKOM04120 M4 12.0 2.0 3.5 6 5.9 9.0 1.0 5.4

NRMSZFKOM05130 M5 13.0 0.5 2.5 7 6.9 10.0 1.0 8.0

NRMSZFKOM05165 M5 16.5 2.5 5.0 7 6.9 10.0 1.0 8.0

NRMSZFKOM06155 M6 16.5 0.5 3.0 9 8.9 13.0 1.3 10.0

NRMSZFKOM06195 M6 19.5 3.0 5.5 9 8.9 13.0 1.3 10.0

NRMSZFKOM08180 M8 18.0 0.5 3.0 11 10.9 14.5 1.5 11.0

NRMSZFKOM08210 M8 21.0 3.5 6.0 11 10.9 14.5 1.5 11.0

NRMSZFKOM10215 M10 21.5 1.0 4.0 13 12.9 17.0 1.7 15.0

NRMSZFKOM10240 M10 24.0 4.0 6.5 13 12.9 17.0 1.7 15.0
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Zinc Plated Rivet Nut  
Flat Round Knurl Open

APPLICATIONS

• Used as a one-piece blind fastener
• Metal fabrication
• Automotive applications
• Used when the base material is too thin, 

cannot be tapped, or the back side 
is inaccessible to install a regular nut

FEATURES

• Knurled/splined to prevent rotation during 
installation and tightening

• Chamfered end to aid installation into the hole


